














8. You now have complete access to the Grind Chamber. Lift off the Grind Chamber Cover, brush, clean, etc.

9. Assembly is the reverse - Remember to replace the Grind Chamber Cover. Finger tighten the 3 screws of the Inner Frame,
fully tighten the Outer Back Cover screw, then finish tightening the inner 3 screws. Place the Adjustment Chamber Cover in
position. Install the Bean Funnel, then the Body Cover. Install small top screw in the Body Cover Do NOT overtighten the screw.

10. Install the PGB Outer Housing using the 3 longest screws. Our factory orientation of this part has the screw hole on the
bottom for cosmetic reasons - you can install it with the screw hole on either side instead for easier future access.

Here is the tricky part to this step - Align the Ring Gear Anchor hole perfectly to the outer Housing hole. The PGB MUST be
inserted precisely and squarely so it will slide in smoothly without binding. Once it is in the proper position the Planetary Gears
must be meshed with the Sun Gear - while holding the Handle/PGB in place wiggle the Auger back & forth a little bit to mate

the gears. The PGB will drop into place when they mesh. Install the Ring Gear Anchor screw. Install the Adjustment Wheel Lever.
You are done!

Maintenance

The OE Apex requires very little maintenance:

-- Outer body parts can be wiped with a clean, soft cloth

-- Silicone Base Cover can be washed in mild soap & water

-- Reuseable Silicone Base Gel Pads can be washed in mild soap & water, and air dried
(Make sure both the counter, and base of the grinder are clean before applying gel pads)

We have videos available for viewing that cover all apects - cleaning, disassembly & assembly,
lubrication, tips, etc., available on our website - www,oehandgrinders.com

We hope you enjoy your grinder, and the coffee you make with it!
Doug & Barb Garrott
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